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18 CTD processing report, Jo Hopkins, NOC Liverpool 
 
A total of 30 casts with the stainless steel frame and 8 casts with the titanium CTD frame were 
completed. See technical reports for sensor serial numbers and channels. 
 
Stainless cast numbers are 1-2, 6-11, 13-17, 19-24, 26-30, 32-35, and 37-38. 
Titanium cast numbers are 3-5, 12, 18, 25, 31 and 36. 
 
Map of CTD cast locations 
 

 
 
Raw data files: 
 
The following raw data files were generated: 
 DY021_001.bl (a record of bottle firing locations) 
 DY021_001.hdr (header file) 
 DY021_001.hex (raw data file) 
 DY021_001.con (configuration file) 
 
Where _001 is the cast number (not STNNBR) 
 
SBEDataProcessing steps 
 
The following processing routines were run in the SBEDataProcessing software (Seasave Version 
7.23.2): 

1. DatCnv: A conversion routine to read in the raw CTD data file (.hex) containing data in 
engineering units output by the CTD hardware. Calibrations as appropriate though the 
instrument configuration file (.CON) are applied. 
 
Data Setup options were set to the following: 
 Process scans to end of file: yes 
 Scans to skip: 0 
 Output format: ascii 
 Convert data from: upcast & downcast 
 Create file types: both bottle and data 
 Source of scan range data: bottle log .BL file 
 Scan range offset: -2.5 seconds for stainless, -1 second for titanium (fired 
on the fly) 


