
time slot for the lock, the following morning.  The ships ADCP and Enviro systems were 
switched off at 08:57 on 08/12/2010.  The Prince Madog was tied up at Vittoria docks by 
09:55.  Unloading was completed between 10:00 and 11:00 on 08/12/2010. 
 
Due to the RV Prince Madog being delayed at the beginning of the cruise not all CTD casts 
and survey tasks were completed.  Both the ADCP frame and SmartBuoy at Site A, and the 
ADCP frame and SmartBuoy at Site B were serviced. 
 

Coastal Observatory Cruise #73 track 
 

4. MOORINGS 

4.1 Recovered Instrumentation  
Site A: Bedframe 
 
Waves ADCP 600 kHz RDI S/N 12239: Memory 1GB  
Mode 1: 100 pings every 10 minutes 35 × 1 m bins (2.65–36.65 m above the bed, WN035) 
Beam coordinates – speeds, correlation, echo intensity, % good 
Sound velocity calculated from temperature, depth and salinity of 32.  
Clock set at 08:16:00 on 10/08/2010 : delayed start at 06:00:00 on 11/08/2010 
Stopped logging at 08:27:25 on 30/09/2010 
Clock drift was 1 minute 33 seconds over the deployment 
 
SeaBird SBE 16plus S/N 4597 


